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SERIES SPECIFICATIONS

ORDERING INFORMATION

Each set is made with commercial-strength, heavy-duty SJTW 
cord that with-stands extreme temperatures and wet weather for 
year-round enjoyment.

12 Socket LED String Light

STL series

CONSTRUCTION/ ELECTRICAL SPECIFICATIONS

Number of Sockets
12

Socket Material
PVC & Copper

Socket Spacing
60 cm

Length
24’

Bulb Base
E26

Linkable
Up to 70 sets

Cord Type
16/3 SJTW

Bulb Shape
S14

Input Voltage
120VAC

Color Temp
2200K

Bulb Lumens
60-70lm per bulb

Listing
UL Listed
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APPLICATION  AND PERFORMANCE SPECIFICATION INFORMATION IS SUBJECT TO CHANGE WITHOUT NOTIFICATION
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SERIES SPECIFICATIONS

CONSTRUCTION

Each set is made with commercial-strength, heavy-duty SJTW cord that with-
stands extreme temperatures and wet weather for year-round enjoyment.

Number of Sockets
12

Socket Material
PVC & Copper

Socket Spacing
60 cm

Length
24'

Bulb Base
E26

Linkable
Up to 70 sets

Cord Type
16/3 SJTW

Bulb Shape
S14

STL Series

ELECTRICAL SPECIFICATIONS

Input Voltage
120VAC

Color Temp
2200K

Bulb Lumens
60-70lm per bulb

CERTIFICATIONS/WARRANTY

Listing
UL Listed

Warranty
Guaranteed for one year from the purchase date of the product, against mechanical defects in manufacturing. 

Location Rating:
Suitable for wet locations

Location Rating:
Suitable for wet locations

Warranty
Guaranteed for one year from the purchase 
date of the product, against mechanical defects 
in manufacturing.

SERIES LENGTH NO. OF SOCKETS COLOR TEMP

STL [ 24 ] : 24’ [ 12 ] : 12 Sockets [-22] : 2200K

EXAMPLE:  STL2412-22


