
  SPECIFICATIONS 

4", 6", 8", 10" 100W-300W aperture remodel architectural
frame-in kits. These are designed for use in non-insulated
ceilings for general floor and task lighting with deep
concealed lamps.

  LINE DRAWING

DESCRIPTION
4", 6", 8" or 10" Incandescent Vertical Architectural Remodel Housing for
100W-300W lamps

HOUSING
Non-IC housing, thermally protected against the misuse of insulation
materials and improper lamping
J-box is listed for through-branch circuit wiring Maximum of 8  #12 AWG 90°
C branch circuit conductors (4 in, 4 out)
Ground wire provided on J-box
(5) 1/2" knockouts with pry-out slots and (4) pry-outs with Romex cable
clamp

MOUNTING
20-gauge black painted CRS collar adjusts to various ceiling thicknesses
3 remodel clips secure housing and  accommodates 1/2" and 5/8" ceiling
materials.

SOCKET
Medium base porcelain socket with nickel plated screw shell
Horizontally mounted galvanized socket plate and lamp holder

LISTINGS/RATINGS/COMPLIANCE
UL, C-UL listed for damp location 
UL, C-UL listed for feed through
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  CONSTRUCTION

  ELECTRICAL

  LISTINGS/RATINGS

DLR-VA SERIES
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ACCESSORIES
TMV44, TMV64, TMV84, TMV104 trims available in clear specular or white
reflector finishes with white, black, satin nickel, and mocha rings.
TMV69, TMV89 cross blade trims available in clear specular or white
reflector finishes with white, black, satin nickel, and mocha rings.

TMV66 wall wash trims available in clear specular or white reflector finishes
with white, black, satin nickel, and mocha rings.
TMV42, TMV62, TMV82 shower trims available in fresnel or abalite glass
lenses with clear specular or white reflector finishes with white, black, satin
nickel, and mocha rings.

WARRANTY
Guaranteed one year from the purchase date of the product, against mechanical defects in manufacturing.

  ORDERING INFORMATION 

Sample Part Code: DL4R-VA100

DL R-VA
SERIES SIZE HOUSING LAMP WATTAGE

DL [4] : 4 Inch
[6] : 6 Inch
[8] : 8 Inch
[10] : 10 Inch

[R-VA] : Remodel Vertical
Architectural

[100] : 100W Max (4 Inch only)
[150] : 150W Max (6 Inch only)
[300] : 300W Max (8 & 10 Inch
only)
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