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PROJECT :
PREPARED BY : DATE : 

SERIES SPECIFICATIONS

LINE DRAWING

CONSTRUCTION

Housing
Aluminum

Finish
White

Input Voltage
120V

Input Wattage
9.67W

Power Factor
? 0.9

Efficacy
60+ lm/W

Dimming
10-100%

CRI
> 90

Color Temp
2700K / 3000K / 4000K

Frequency
50/60Hz

Lumens
650+ lm

Lens
Plastic

Light Source
LED

ELECTRICAL SPECIFICATIONS

The TAUC series of under cabinet lights combine modern technology 
with a simple and elegant design. The TAUC series gives a smooth 
light source to replicate fluorescent lighting. The TAUC fixtures are long 
lasting and energy efficient.

YEAR  
LIMITED3

WARRANTY

3.5"

22"

1"

TAUC SERIES
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The TAUC series of under cabinet lights combine modern technology 
with a simple and elegant design. The TAUC series gives a smooth light 
source to replicate fluorescent lighting. The TAUC fixtures are long 
lasting and energy efficient.

CONTRACTOR:
PROJECT: DATE:
PREPARED BY:
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MODEL#:  TAUC

SERIES SPECIFICATIONS

SIZES AVAILABLE FINISH

CONSTRUCTION/ ELECTRICAL SPECIFICATIONS

CERTIFICATIONS/ WARRANTY

LINE DRAWING

PAGE 1 OF 2

Listing: UL Listed

Location Rating: Suitable for damp locations

Warranty:  Guaranteed for three years from the purchase 

date of the product, against mechanical 

defects in manufacturing.

 11 ’’  11 ’’ L x 3.5 W x 1’’ H

 18’’  18’’ L x 3.5 W x 1’’ H

22’’ 22’’ L x 3.5 W x 1’’ H

32’’ 32’’ L x 3.5 W x 1’’ H

Housing: Aluminum

Finish: White/ Mocha

Lens: Plastic

Light Source: LED

Input Voltage: 120V

Input Wattage: 5W / 9W / 9.7W / 15W

Power Factor: 0.9

Efficacy: 60+ lm/W

Dimming: 10-100%

CRI: >90

Frequency: 50/60Hz

Color Temp.:  Color selectable:  

2700K / 3000K / 4000K
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MODEL : TYPE
PROJECT :
PREPARED BY : DATE : 

SERIES SPECIFICATIONS

LINE DRAWING

CONSTRUCTION

Housing
Aluminum

Finish
White

Input Voltage
120V

Input Wattage
5.3W

Power Factor
? 0.9

Efficacy
60+ lm/W

Dimming
10-100%

CRI
> 90

Color Temp
2700K / 3000K / 4000K

Frequency
50/60Hz

Lumens
350+ lm

Lens
Plastic

Light Source
LED

ELECTRICAL SPECIFICATIONS

The TAUC series of under cabinet lights combine modern technology 
with a simple and elegant design. The TAUC series gives a smooth 
light source to replicate fluorescent lighting. The TAUC fixtures are long 
lasting and energy efficient.

YEAR  
LIMITED3

WARRANTY

1"

11"

3.5"

TAUC SERIES

L

W

H

WH

MO

White

Mocha

Lumens: 350 + LUMENS   @ 11’’  

 600 + LUMENS @ 18’’  

 650 + LUMENS @ 22’’

 1000 + LUMENS @ 32’’

TAUC series
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COMPATIBLE DIMMER LIST

CONTRACTOR:
PROJECT: DATE:
PREPARED BY: MODEL#:  TAUC

SERIES BODY COLOR FINISH

TAUC

[ 11 ] : 11’’

[ WH ] : White
[ MO ] : Mocha

[ 18 ] : 18’’

[ 22] : 22’’

[ 32 ] : 22’’

EXAMPLE: TAUC22WH

ORDERING INFORMATION
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MANUFACTURER MODEL # DIMMING RATE

Cooper DLC03P 10-100%

Leviton 1A1505 / 1C1605 10-100%

Leviton 6631 / 6633 10-100%

Lutron CT-603PG / CT-600PR-LA 10-100%

Lutron CT-600PR-IV / CT-600PR-WH 10-100%

Lutron DV-600PR / DV603PG 10-100%

Lutron DVW-603PGH-WH / DVCL-153P 10-100%

Lutron MACL-153M / TGCL-153P 10-100%

Lutron S-600PR-WH / S-2-LH 10-100%

Notes: Each set comes with a 12 inch linkable cord.  
Max. of 50 units linkable.
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